
High efficiency 
thermoplastic rubber 

casters haul up to  
1,200 pounds.

6000 series aluminum 
extrusion is engineered  

for extreme use. 

Bottom cross brace 
rests on deck 

to provide load 
containment.

Ergonomic oval  
handle shape.

Torsion box deck 
construction resists 

bending and twisting. 

1-800-MAGLINE (624-5463) 
www.magliner.com

Commercial Use

BULK DELIVERY TRUCK



LocTite® is a registered trademark owned by the Henkel Corporation.

HANDLE BENEFITS

P/N WT.(LBS.)

BDLA112 60.5

P/N WT.(LBS.)

306167 7.5

DECK FEATURES

BULK DELIVERY TRUCK
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SPECIFICATIONS

Capacity 1,200 lbs.

Overall bed size 16” wide x 60” long

Usable bed 16” wide x 55-½” long

Platform height 10” from ground

Overall height 59”

Two center casters 6” x 2” (non-marking)

Four end casters 5” x 1-¼” swivel (non-marking)

Handle 48-½” x 15” (from deck)

Weight 45 lbs. base model without handles

� Torsion box deck construction 
resists bending and twisting

� Bottom cross brace rests on deck 
to provide load containment

� Turns 360 degrees to maneuver 
around tight spaces

� Made of aluminum so it never rusts

� Has non-marking casters to 
protect floor surfaces

� Rolls smoothly over bumps, 
cracks and thresholds 

� Stock and deliver more product in 
less time – holds four times more 
than a traditional two wheel cart

� Stow in van – no waiting for  
in-store equipment

� Modular construction  
offers service parts vs. total  
handle replacement

� Hardware secured with automotive 
grade LocTite® STS thread locker 
for superior performance

� Ergonomic oval handle shaped  
for comfort

� Industrial grade engineered 
for controlled handling

� Grooved surface for positive grip


